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This document describes the REVO E-stop modification procedure for a six or 
seven axis SPA2-2
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Remove the mains power from the 
SPA2-2

Remove the cover by removing three 
screws along the top edge and four 
side plugs

slide the cover of the SPA2-2 
backwards to release and remove

Unplug the E-stop link ribbon and the 
fan connector [1]

Remove the REVO card from the back 
of the SPA2-2 by removing the six 
screws [2]

Replace the REVO card with the one 
supplied with the kit and replace the six 
screws [2]

 
 
Plug the E-stop modification into the 
top of the PCB [3]

Ensuring that the connection is 
centralised and that the pins are 
aligned correctly [3]

The white connectors must be located 
nearest to the fan [3]
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main web site at www.renishaw.com/contact

*H-1000-7581-01*
RENISHAW HAS MADE CONSIDERABLE EFFORTS TO ENSURE THE CONTENT OF THIS DOCUMENT IS CORRECT 
AT THE DATE OF PUBLICATION BUT MAKES NO WARRANTIES OR REPRESENTATIONS REGARDING THE CONTENT.  
RENISHAW EXCLUDES LIABILITY, HOWSOEVER ARISING, FOR ANY INACCURACIES IN THIS DOCUMENT.

©  2012 Renishaw plc. All rights reserved. Part no. H-1000-7581-01-A Issued  07.12

Connect the E-stop link ribbon and 
fan cable (see note) to the new E-stop 
modification [4]

Connect the supplied link cable on the 
new card to the E-stop modification 
and the original destination of the fan 
cable [4]

Slide the SPA2-2 cover in place and 
replace the screws and side plugs 
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NOTE: It may be neccessary to rotate 
the fan to increase the length of the 
fan cable

Remove the fan by first removing the 
four fan retaining plugs [5]

Reorientate the fan (rotate vertically) 
and replace so that the fan cable is 
long enough to connect to the E-stop 
modification [6]
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